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B3 SCREW PUMP MST
Feature )

MSTYU—XI&.—ixAEE MST series is motor driven
MARESHMR UKV TTI.  vertical low pressure 3

screw pumps.

[ tel U 1&XDFERUL ECNITHE MThis pump is composed of two idler rotors
5_E§%éh§32$®1i1900) meshed with a power rotor which are cased
;?@hb’@*ﬁﬁi‘é’ﬂtb\ in a sleeve. The idler rotors are driven by

the liquid pressure.

— Specification )

Nz - BURLHRIE. RE80TCTY, M Temperature : Maximum handling oil temperature is 80°C.
L L

 ARMZA THRICLDECHEBS M Bearing : Internal bearing is self-lubricated by

KO, BEEEETIRISEL pumping liquid which is suitable to
serve lubricant fluids.

9,
s [ i i .
g #: XA HILY—ILHIEETT, M Shaft Sea The mechanical seal is our standard
, F : Suction i K isch is JIS10K.
BY 5 Y U BAHJISEK. HELJIS]OKTT . M Frange Suction is JISSK and discharge is JIS10
. M Centering : If connecting the pump with the motor,
i B 1R T SR DT OIDIRN the standard allowable alignment value
OFBEEE. EEHEE2000~ at the rate of 2000~500min-" at the
500min-'ICBWVT. EEFRIET shaft coupling side surface should be

under 0.1mm and at the shaft coupling

O.TmmLF. #i#FFim 0. 1mmLL end serface should be under 0.1mm.
T,
W Hydraulic Test : Twice the value of the designed
B E 5 R HEAREHDO2EDIRETT. &S specification pressure with a maximum
2.00MPa<T4d, value of 2.00MPa.

it U E:HEUER. HEFEHO.80MPa. ¥  MCapacity  : The following capacity shows at
viscosity of 25.8mm?/s with discharge

> — =
J_’%fiS.?mm /Sl"zbuz’jg—cg_" o pressure of 0.80MPa.
SFERAENERE. KV TAOIRS The allowable suction pressure range is
LT —-0.05~0.20MPa<Td, -0.05~0.20MPa at the pump suction.
. O#%& Bore(mm) tHUE Capacity (m3/h)
Mogf:fNo IEAHXHEHL 60Hz 50Hz
: Suc.x Dis. | 1800min-1] 1200min—1| 1500min-1] 1000min—1
MST- 30T 30 20
MST- 40T 150%125 40 30
MST- 50T 50 45
MST- 65T 65 55
MST- 80T 150%125 80 65
MST- 90T 90 75
MST-100T 100 85
MST-110T | 200x150 110 90
MST-120T 120 105
MST-135T 135 85 115 70
MST-150T | 250%200 150 95 125 75
MST-165T 165 700 135 80
MST-180T 180 110 120 90
MST-200T | 550%000 200 130 160 105
MST-225T 505 150 180 120
MST-250T 250 160 200 130
MST-270T 270 170 220 120
MsTaooT | 0020 300 200 550 160







